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 REMOTE ACCESS SERVER DIAL IN CONNECTION 

 
Date:  15 December 2008 
 
To provide the operational forces a concise guide on how to perform a Dial in connection to the RAS 
server. 

 

The following procedures are published for MDSS II to send RF data to the MCB Camp LeJeune, NC 
(CLNC) Remote Access Server (RAS). All MDSS II RF tag data will be sent to the CLNC RAS and will 
be processed and sent to the DOD ITV Server. Due to connectivity there are various means to send the 
data to the CLNC RAS. The following outlines how to send your TIP files to the CLNC RAS by means of 
a Dial in Connection. 

 

 
DIAL IN CONNECTION SET UP 
NOTE: In order to send your TIP files using the dial in connection you must burn your tags after your 
connection has been established. 
 
1.  Right click Internet Explorer and select <Properties>. Select the <Advanced> tab and scroll down 
and find the <Use Passive FTP (for firewall and DSL modem compatibility)> and uncheck this option. 
Select <APPLY> and close the Internet Properties. 
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2.  To verify the computer you are using has a modem select <Start>, <Control Panel>, <System>, 
Select the Hardware Tab and select <Device Manager>, and <Modems>. 

 

    
 
3.  Ensuring that you have a telephone line connected to your computer select <Start>, <Control Panel>, 
<Network Connections>, and select <Create a new connection>.  If you do not have this option then 
select <New Connection Wizard>.  The New Connection Wizard window will appear.  Select <NEXT>. 
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4.  Select <Connect to the Network at my workplace> and select <NEXT>. 
 

      
 

5.  Select <Dial-up Connection> and select <NEXT>. 
 

     
 

6.  Type the Name desired to give this connection and select <NEXT>. 
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7.  Type the phone number for the server.  Commercial is 910 450 9992 and DSN is 750 9992.  Select 
<NEXT>. 

 

     
 

8.  Select if you wish to use your smart card to log in or not and then select <NEXT>. 
 

     
 
 

9.  Select whether you wish to add a shortcut or not and select <Finish>. 
 

     
 
 

 
4 
 

 
 



TECHNICAL ENGINEERING & ASSISTANCE TEAM                                                            QUICK NOTES 13-08 
HELPDESK INFORMATION 
TE&AT EAST (910) 554-9992   TDIS_EAST_SUPPORT@NGC.COM 
TE&AT WEST  (760) 439-4278        TDIS_WEST_SUPPORT@NGC.COM                                                                                                    1 
          

                                                       
 

 

10.  Enter the “User Name: usmcrfidmdssii” and “Password: Rf1dmd55II” (these are case sensitive). 
Select <Save this user name and password> and select <Anyone who uses this computer>.  Select 
<Dial>  

 

         
 

11.  The computer will now establish a connection and register your computer on the network.  
 

    
 

12.  Now that you are connected to the RAS Server through Dial In connection you can continue burning 
your tags so that the TIP files transmit to the CLNC RAS. 
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